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MATERIALS AND FINISHES

 BODY: ZINC ALLOY
 PLATED NICKEL (70 µ-in MIN)

 CENTER CONTACT: BRASS
 PLATED GOLD (10 µ-in MIN)

 INSULATOR: PTFE

 OUTER CONTACT: BERYLLIUM COPPER
 PLATED GOLD (10 µ-in MIN)

 CRIMP TUBE: BRASS
 PLATED NICKEL (70 µ-in MIN)

 CAP: STAINLESS STEEL
 PASSIVATED
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SEE SHEET 2 FOR ASSEMBLY INSTRUCTIONS
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RECOMMENDED CABLE STRIP FOR RG179 CABLE

REF

DIELECTRIC

.034
0.87

REF

BRAID

.127
3.23

REF

JACKET

.363
9.23

1.  SLIDE CRIMP TUBE ONTO CABLE BEFORE CABLE STRIP OPERATIONS.
     NOTE ORIENTATION OF CRIMP TUBE. STRIP CABLE PER DIMENSIONS SHOWN.

CRIMP TUBE

2.  FLARE CABLE BRAID. INSERT CABLE INTO CONNECTOR UNTIL CABLE CENTER CONDUCTOR
     IS INSERTED THROUGH SLOT IN CONTACT AND CABLE DIELECTRIC BOTTOMS AGAINST
     CONTACT AS SHOWN. SOLDER CABLE CENTER CONDUCTOR TO CONNECTOR CONTACT.

FLARE
BRAID

ENSURE CABLE
DIELECTRIC  IS
BOTTOMED

SOLDER

3.  SLIDE CRIMP TUBE FORWARD UNTIL FLUSH AGAINST FACE OF BODY AS SHOWN.
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4.  CRIMP CONNECTOR USING A .160 [4.06] HEX CRIMP TOOL. INSERT CAP INTO 
     OPENING IN REAR OF BODY AS SHOWN. NOTE ORIENTATION OF CAP. 

 SLIDE CRIMP TUBE FORWARD

HEX.160
4.06

 

5.  SUPPORT CONNECTOR ON SURFACE SHOWN AND PRESS CAP INTO
     REAR OPENING IN BODY PER AS-89675-507. 

FLUSH

INSERT CAP

SUPPORT
CONNECTOR
HERE

PRESS CAP


