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EC Declaration of Conformity 
The probe is marked with this symbol to show compliance was 
demonstrated to the specifications listed in the Official Journal of 
the European Communities: Low Voltage Directive 2006/95/EC: 

EN 61010-031/A1:2008 Safety requirements for electrical equipment for 
measurement, control and laboratory use – Part 031: Safety requirements 
for handheld probe assemblies for electrical measurement and test. 

EU RoHS Compliance 

The probe and its accessories conform to the 2011/65/EU RoHS2 Directive, 
as they have been classified as Industrial Monitoring and Control 
Equipment (per Article 3, Paragraph 24) and are exempt from RoHS 
compliance until 22 July 2017 (per Article 4, Paragraph 3). 

General Safety Information 
Observe generally accepted safety procedures in addition to those 
listed here to avoid personal injury or damage to equipment. The 
overall safety of any system incorporating this accessory is the 

responsibility of the assembler of the system. 

Connect only to grounded instruments. Use only with compatible Teledyne 
LeCroy oscilloscopes that have their BNC input connected to an earth 
ground. Do not connect the probe reference lead to any point which is at a 
potential other than earth ground. 

Connect and disconnect properly. Connect probe to the oscilloscope before 
connecting it to the test circuit. Disconnect the probe input and reference 
lead from the test circuit before disconnecting from the oscilloscope. Do 
not connect or disconnect probes while they are connected to a voltage 
source. 
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Probe Compensation 
Proper compensation of the probe is required to assure amplitude accuracy 
of the waveform being measured by matching the probe to the 
oscilloscope’s input capacitance.  Compensation should be adjusted 
whenever the probe is connected to or transferred between oscilloscopes. 

Low Frequency 
1. Apply a 1 kHz square wave to the probe or connect to the 

oscilloscope’s calibrator output. 

2. Adjust the single LF trimmer located on the PP022 BNC Box until you 
achieve a flat-topped square wave (see figure below): 

 

High Frequency 
1. Apply a 1 MHz square wave to the probe (< 0.7 ns rise-time). 

2. Remove the plastic caps from the two, high-frequency trimmers on 
the PP022 BNC Compensation Box. 

3. Adjust HF2 then HF1 until you achieve a flat-topped square wave (see 
figure below). 
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Over-compensated, correct, and under-compensated waveforms 

Probe Accessories 

Probe Tips 

Both the rigid probe tip and the spring tip can be screwed on to the probe 
body by hand.  

 
Be sure not to overtighten the tips to avoid damaging 
the threads. 

Ground Accessories 

The ground lead and the short collar are attached to the probe at the time 
of shipping. To replace the ground lead with the swivel lead adapter, 
unscrew the short collar from the probe and remove the ground lead. 
Replace the short collar to hold the swivel lead adapter in place.  

Alternatively, the long collar can be pushed onto the probe body and used in 
conjunction with the ground spring, BNC adapter or PCB adapter. 

Service 

Refer all service to qualified personnel. 

For the most complete and up-to-date list of sales and service centers by 
country, visit teledynelecroy.com/support/contact. 



PP022 Passive Probe 

8 

Replaceable Parts 

 
Item Part Number Description QTY 

1 PK5-2.5MM-101 Ground Lead with Alligator Clip 1 
2 PK5-2.5MM-102 Rigid Probe Tip (1 installed standard) 2 
3 PK5-2.5MM-103 Short Collar (installed standard) 1 
4 PK5-2.5MM-104 Sprung Hook 1 
5 PK5-PK6-001 Trimmer Tool 1 
6 PK5-2.5MM-105 Long Collar 1 
7 PK5-2.5MM-106 IC Tip Insulators (Black, Brown, Blue, Green, Gray) 5 
8 PK5-2.5MM-107 Tip Insulator 2.5mm 1 
9 PK5-2.5MM-108 Probe Tip Cover 1 

10 PK5-2.5MM-109 BNC Adapter 2.5mm 1 
11 PK5-2.5MM-110 Swivel Ground Lead 1 
12 PK5-2.5MM-111 Swivel Ground Lead Adapter 1 
13 PK5-2.5MM-112 Ground Spring 1 
14 PK5-2.5MM-113 PCB Adapter 1 
15 PK5-2.5MM-114 Spring Tip 1 
16 PK5-PK6-002 Color Coding Rings (2 ea. yellow, red, green, blue) 8 

Standard Accessory Replacement Kit part number is PKIT5-2.5MM-101. 






