




TAPE & REEL:

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 

ABRACON IS 
ISO 9001:2008 

CERTIFIED 

 

               

RoHS/RoHS II Compliant 
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Dimensions: mm 

 ATTENTION: Abracon Corporation’s products are COTS – Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automotive Applications.  
Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependant Medical applications or any application requiring high reliability where component 
failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating environment, written consent and authorization from 
Abracon Corporation is required. Please contact Abracon Corporation for more information.

ALAN-1002
17.50 x 15.60 x 5.40mm

Packing :  400 pcs / reel 
Weight 2.1 grams / pcs 

100/1000 Base-T Single Port LAN Transformer 
                               w/ Extended Temperature, Auto X’FMR

REFLOW PROFILE:
 
 
 
 

 
 
 
 
 

 ylbmessA eerF-bP erutaeF eliforP
Average Ramp-Up Rate 
(Ts max to Tp) 

3°C /second max. 

Preheat 
-Temperature Min (Ts min) 
-Temperature Max (Ts max) 
-Time (ts min to ts max) 

 
150°C 
200°C 
60-120 seconds 

Time maintained above: 
-Temperature (TL) 
-Time (tL) 

 
217°C 
60-150 seconds 

Peak/Classification Temperature (Tp) 245±5°C 
Time within 5°C  of actual Peak 
Temperature (tp) 

20-40 seconds 

Ramp-Down Rate 6°C /seconds max 
Time 25°C  to Peak Temperature 8 minutes max. 


