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Product description

•	 High current multi-phase inductor applications

•	 50nH per phase coupled inductor

•	 CLA Family features acoustic noise dampening 
properties

•	 Ferrite core material

•	 Patents pending

•	 Halogen free, lead free and RoHS compliant

Applications

•	 For exclusive use with Volterra® or Maxim®  
VPR-Devices 

Environmental Data

•	 Storage temperature range (component):  
-40°C to +125°C

•	 Operating temperature range: -40°C to +125°C 
(ambient plus self-temperature rise)

•	 Solder reflow temperature: J-STD-020D  
compliant

Volterra® is a registered trademark of Volterra Semiconductor, LLC.

Maxim® is a registered trademark of Maxim Integrated Devices, Inc.
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Pad layouts & schematics (mm)
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CL/CLA1108-3

1

2 4

3

6

5
9.0

4.3
3.6

3.1

7.0

1

2 4

3
9.0

4.3
3.6

7.0

3.1

CL/CLA1108-2

CL1108-5

9.0

4.3
3.6

3.1

7.0

1

2 4

3

6

5

8

7

10

9



4

Technical Data 4380
Effective December 2015

CL1108 and CLA1108
Multi-phase power inductors﻿

﻿﻿

www.eaton.com/elx

Packaging Information (mm)

Supplied in tape and reel packaging on a 13” diameter reel.
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