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KR Supercapacitors
Coin cells﻿

﻿﻿
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Part Number
Ø D
Max

H 
Max

L (-) 
±0.2

L (+) 
±0.2

P 
±0.3

T 
±0.05

L1 
±0.10

L2 
±0.10

W 
±0.06

W1 
±0.06

KR-5R5C104-R 13.5 6.5 6.1 5.7 5.0 0.4 3.0 4.0 0.8 1.3

KR-5R5C104H-R 13.5 6.5 3.3 3.3 5.0 0.4 0.9 1.9 0.8 1.3

KR-5R5C224-R 13.5 6.5 6.1 5.7 5.0 0.4 3.0 4.0 0.8 1.3

KR-5R5C224H-R 13.5 6.5 3.3 3.3 5.0 0.4 0.9 1.9 0.8 1.3

KR-5R5C334-R 13.5 6.5 6.1 5.7 5.0 0.4 3.0 4.0 0.8 1.3

KR-5R5C334H-R 13.5 6.5 3.3 3.3 5.0 0.4 0.9 1.9 0.8 1.3

KR-5R5C474-R 13.5 6.5 6.1 5.7 5.0 0.4 3.0 4.0 0.8 1.3

KR-5R5C474H-R 13.5 6.5 3.3 3.3 5.0 0.4 0.9 1.9 0.8 1.3

KR-5R5C105-R 21.5 7.1 6.5 5.8 5.0 0.4 3.0 4.0 0.8 1.3

KR-5R5C105H-R 21.5 7.1 3.3 3.3 5.0 0.4 0.8 1.8 0.8 1.3

KR-5R5C155-R 21.5 7.1 6.5 5.8 5.0 0.4 3.0 4.0 0.8 1.3

KR-5R5C155H-R 21.5 7.1 3.3 3.3 5.0 0.4 0.8 1.8 0.8 1.3
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Polarity marking
location

- +
 L(+) 

T

D 

 H Max 

 L(-) 

KKR-5R5C104/224/334/474-R

Polarity marking

R-5R5C105/155-R
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 W 

 W1 
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- +

 5.00 

1.60 ±0.05 Recommended PCB layout

 5.00 

1.60 ±0.05 Recommended PCB layout

KR — 5 R 5 o o    o o H* -R

Family Code

Voltage (V) 
R = Decimal point Configuration

Capacitance (μF)

Short lead length Standard product
Value Multiplier

5R5 = 5.5 V
V = Vertical
H = Horizontal
C=Cylindrical

Example: 474 = 47 x 104 μF or 0.47 F

* Applies to cylindrical part numbers only. If ordering vertical or horizontal types, or standard lead length on cylindrical type, omit “H” from part number.

• Standard packaging: 500 parts per package
• For 0.1 F to 0.47 F, 500 parts per bag
• For 1.0 F to 1.5 F, 100 parts per tray, 5 trays per box

• Manufacturer
• Capacitance (F)
• Maximum operating voltage (V)
• Polarity






