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Power Derating Curve Reference Pad for SMD Mounting
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Packaging Specifications

General Specifications

Moisture Sensitivity Level������������������������������������������������������������1
ESD Classification������������������������������������������������������������� Level 6

per AEC-Q200-002, 
≥ 25,000 V air discharge

Bulk Pack��������������������������������������������������50 pcs. per plastic bag 
100 pcs. per box

Tray Pack����������������������52 pcs. per high impact polysterene tray 
260 pcs. per box

Size������������������������������ 246 mm x 246 mm (9.685 in. x 9.685 in.)

Specifications are subject to change without notice.
Users should verify actual device performance in their specific applications. 
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.

Product Dimensions

6.60 ± 0.10
(.260 ± .004)
DIA. 2 PLCS.

OPTIONAL
TRIMMING

2 PLCS.
VOLTAGE TEST
POINTS

A

B

18.00 ± 0.20
(.709 ± .008)

69.00 ± 0.40
(2.717 ± .016)2.00

(.079)

3.00
(.118)

9.00
(.354)

52.00
(2.047)

26.00
(1.024)

8.50
(.335) Part Number Dim A Dim B

CSM2F-6918-L050J00 4.70
(.185)

7.87
(.310) 

CSM2F-6918-L100J00 9.40
(.370)

12.57
(.495) 

CSM2F-6918-L200J00 20.0
(.787)

23.18
(.990)

DIMENSIONS:
MM

(INCHES)

TOLERANCES:
0.25

(.010)

UNLESS OTHERWISE NOTED
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TCR Curves
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The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.
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