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MIL-E-QUAL® EQUIVALENT TO MIL-C-5015
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* Please visit the product pages on our website for the most up-to-date product information
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MIL-E-QUAL® EQUIVALENT TO MIL-C-5015

Contact Arrangements shown are mating view of pin insert (socket opposite).
Unless otherwise specified, arrangements are per MIL-STD-1651A. for alternate key positions, consult factory.

*Available in connector types: cable end socket, panel mount pin styles only.

Contact Arrangements

* Please visit the product pages on our website for the most up-to-date product information
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MIL-E-QUAL® EQUIVALENT TO MIL-C-5015

CONXALL
Molded Equivalent 
to MIL-C-5015

Contact Style
S - Solder
C - Crimp

Shell Type 
(See Note 1)
3101A Cable Receptacle (in-line)

(See Note 3)
3102A Box Receptacle
3106A Straight Plug (See Note 2)

Deviations
-300 Weathertight

Option adds:
“O” Ring for plug
(3106A)
Rubber Gasket
for receptacle
(3102A)

-010 Receptacle with (4)
mounting hole rein-
forcement bosses.
Consult factory for
availability.

-310 Same as -010 except
with rubber gasket.

Contacts
P - Pin
S - Socket

CX X 310XA XXXX XX X XXX

Insert Number/Arrangement
All inserts are integrally molded with connector
shells for one piece construction. Contact factory
for alternative W, X, Y or Z insert positions.

Shell/Insert Sizes
10SL-4 16S-1 18 -19
10SL-3 16S-8 20 -7
12S - 3 16 - 10 20 -16
14S - 1 18 - 1 20 -27
14S - 2 18 - 4 20 -29
14S - 5 18 - 8 22 -14
14S - 6 18 - 10 24 -2
14S - 7 18 - 11 24 -28
14S - 9 18 - 12 28 -2

28 -12
28 -21

Note 1 - All plugs and receptacles include crimp or solder
contacts specified.

Note 2 - Straight Plugs include back shell assembly with
cable clamp and bushing.

Note 3 - For overmolded cable construction only. Consult
factory for availability.

Consult factory for your custom design assemblies and connectors. (See pages 3 & 33)

Bushing Sizes Provided

Plug Shell Size Max. Cable Dia.
10SL, 12S 1/4"
14S 5/16"
16S, 16 7/16"
18 9/16"
20, 22 5/8"
24, 28 3/4"

Part Number to Order

* Please visit the product pages on our website for the most up-to-date product information
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MIL-E-QUAL® EQUIVALENT TO MIL-C-5015

Specifications
Typical Specifications
Manufacturers Identifications MIL-E-QUAL®

Description Field Installable Connector & Custom Cable Assemblies
Rating 3.4 thru 23.0A, 600V
Conductor Size 12 thru 20 AWG
Configuration 2 thru 37 Contacts per Mil - C-5015
Certification UL Recognized File #E150822 - 250V

CSA Certified File #181200-500V

Material Specifications
Cable Pin/Socket
Mechanical Backshell (Threaded) Nylon, UL Recognized, Black with UV Inhibitor
Strap Nylon, UL Recognized, Black with UV Inhibitor
Screws Zinc Plated
Grommet Santoprene Rubber, Black
Coupling Ring Nylon, UL Recognized, Black with UV Inhibitor
Contacts Brass, Standard Silver Plated, Gold Plated Optional
Connector Body Nylon, UL Recognized, Black with UV Inhibitor
Optional
Connector Cap Nylon, UL Recognized, Black with UV Inhibitor (4XX96)
O-Ring Neoprene Rubber, Black
Different Keyways Available
Gold Contacts Brass, Gold over Nickel
Box Receptacle
Contacts Brass, Standard Silver Plated, Gold Plated Optional
Receptacle Body Nylon, UL Recognized, Black with UV Inhibitor
Optional
Receptacle Cap Nylon, UL Recognized, Black with UV Inhibitor (4XX95)
Gasket Neoprene Rubber, Black
Gold Contacts Brass, Gold over Nickel
Extended Bosses
Different Keyways Available

Gasket, O-Ring, & Grommet materials are 
suitable for -40ºC to +90ºC (-40ºF to +194ºF).
Consult factory for higher temperature requirements.

Electrical Specifications
Voltage 500 V
Current See Electrical Current Rating Chart (Page 34)

Environmental Specifications
Temperature Rating -40ºC to +125ºC (-40ºF to +257ºF)
Corrosion 48 Hr salt spray contacts
Durability 300 mate/unmate cycles minimum
Weathertight Consult factory with specific application

Molded Cable Assemblies (See Pages 3 & 33)
Watertight NEMA 6P, 13: IEC IP67

* Please visit the product pages on our website for the most up-to-date product information
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MIL-E-QUAL® MOLDED CABLE ASSEMBLY CHECK LIST

EQUIVALENT TO MIL-C-5015

Note: Please submit a diagram of the color code pin-out, showing which conductors are wired to which
pin position. Be sure to show drain and shield terminations, if needed. Indicate empty pins or spaces to
be molded closed where required. If a drawing assembly is available, please send it also.

Company Name:      Customer Name: 

Address:

 City        State:     Zip: 

Phone:        Fax: 

Website:       E-mail: 

Annual Usage Quantity:      Monthly Usage Quantity:

Does the assembly need to be RoHS compliant? Yes:    No:

Cable Vendor and Part Number (if available):   

Cable Outer Jacket - Color:    Material:     OD: 

Number of Conductors:   Conductor AWG:    Stranding: 

Conductor Colors:

Is there a drain wire?     Is the drain wire terminated?

*If the drain wire is terminated, be sure to indicate where on pin-out diagram.

Is the cable shielded?    How?  Foil    Braid    %

*If the braid is terminated, be sure to indicate where on the pin-out diagram.

Will the Customer supply the cable for production?

Cable Cut Length:      Overall Assembly Length:

Does the Cable Assembly have Environmental Requirements?

If yes, please list them:

Must overmold have a moisture bond to the cable’s outer jacket?

Is the Cable Assembly:  Single ended:    Double Ended:

Do the connectors need to be shielded?

If yes, do they need to be: 180º shield:     OR Shield thru pin:

End “A” Connector Part Number:     Right Angle?

End “B” Connector Part Number:      Right Angle?

If no conductor on end “B”, will that need processing?   If yes, indicate below:

Outer jacket strip length:   Inner Conductor strip length:    Tinned?

Does end “B” have any special inclusions? If yes, please list them:  

* Please visit the product pages on our website for the most up-to-date product information
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TOOLING

Manual Crimp Tool
(Single Purpose)

Locator

Manual Crimp Tool
(Multi-contact)

Positioner

Handle

Handle

Contact Insertion & Removal Tools

MIL-E-QUAL® ELECTRICAL CURRENT RATING CHART
FOR CONNECTORS & CABLE ASSEMBLIES

356-XXX Bits                   356-1 Handle

* Please visit the product pages on our website for the most up-to-date product information



Contact Crimping and Assembly Procedures:
A. Push cable through connector components, i.e. backshell, grommet, sleeve, and coupling ring.

B. Wire preparation: Strip cable to dimensions shown. Make all cuts square and sharp being careful not to nick wires
when cutting. To prevent stranded wires from fraying it is recommended that ends be tightly twisted and not solder
dipped.

C. Contact crimping tools, use as follows:

Assemble contact locator to tool.

Check tool setting for wire gage to be crimped.

Drop contacts, mating end first into locator so that it rests fully on bottom. Insert stripped lead into contact barrel
until it stops.

Close tool handles completely in one stroke. (The ratchet will not release jaws until tool has completed cycle.)

Inspect crimp to be sure there are no loose strands outside the contact which may short out to an adjacent contact.

D. Contact insertion tools. Place wired contact into proper connectors cavity. Guide tip of the insertion tool so that it starts
at the contact and slides down against the stop. Apply a steady force perpendicular to the contact until it snaps into
position.
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Conductor Strip Lengths
CON-X MIL-E-QUAL

#20 -3/16 #16 -9/32
#16 -7/32 #12 -7/32
#12 -7/32

Contact Insertion/Removal Tools

Manual Contact Crimping Tools

Pneumatic Crimping Tools - Consult Factory

Cable Stripping

TOOLING

Product not designed to
remove contacts after
insertion. Consult factory
for removal tools.

* Please visit the product pages on our website for the most up-to-date product information
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NOTES
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