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MBRD6100CT  Schottky barrier rectifier                      

 
 FEATURES 

 Extremely fast switching 
 Extremely low forward drop 

 
 
 
 
 
 
 
 
 
 
 

MAXIMUM RATINGS ( Ta=25℃ unless otherwise noted ) 

Symbol Parameter Value Unit 

VRRM Reverse voltage (repetitive peak)  100 V  

VR(RMS) Maximum RMS voltage 71 V 

VRM Maximum DC blocking voltage 100 V 

IO Instantaneous forward current 6 A 

IFSM Peak forward surge current (8.3ms,half sine)  78 A 

Ptot Total power dissipation 1.25 W 

RθJA Thermal resistance. Junction to ambient             100 ℃/W 

TJ, Tstg Junction and storage temperature -55~+150 ℃ 
 
ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise specified) 

Parameter Symbol Test  conditions Min Typ Max Unit 

Maximum instantaneous forward voltage VF IF=3A   0.74 V 

Instantaneous reverse current  IR VR=100V   0.2 mA 

Instantaneous reverse voltage VR IR=1mA 100  V 
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Forward    Characteristics
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Reverse    Characteristics
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Power Derating Curve
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Capacitance Characteristics
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Typical Characteristics

www.cj-elec.com 2 D,Mar,2016



Min. Max. Min. Max.
A 2.200 2.380 0.087 0.094

A1 0.000 0.100 0.000 0.004
B 0.800 1.400 0.031 0.055
b 0.710 0.810 0.028 0.032
c 0.460 0.560 0.018 0.022
c1 0.460 0.560 0.018 0.022
D 6.500 6.700 0.256 0.264
D1 5.130 5.460 0.202 0.215
E 6.000 6.200 0.236 0.244
e

e1 4.327 4.727 0.170 0.186
M
N
L 9.800 10.400 0.386 0.409

L1
L2 1.400 1.700 0.055 0.067
V 0.190 REF.

1.778REF.
0.762REF.

0.070REF.
0.018REF.

4.830 REF.

2.9REF. 0.114REF.

Symbol Dimensions In Millimeters Dimensions In Inches

2.286 TYP. 0.090 TYP.
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To-252(4R)-2L Tape and Reel
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